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τυποποιητικών εγγράφων σε Δημόσια Κρίση

	Κωδικός σχεδίου
	Τίτλος σχεδίου (Αγγλικά)
	Ημ. ψήφισης
	Ημ. Ανακοίνωσης






Τομεακή Επιτροπή:	5  -	Επικοινωνίες –
Ηλεκτρομαγνητική Συμβατότητα/Ηλεκτρομαγνητικές Παρεμβολές

	ETSI EN 301 908-13 V13.4.1
	IMT cellular networks; Harmonised Standard for access to radio spectrum; Part 13: Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE) 
	7-Αυγ
	22-Ιουν

	ETSI EN 301 549 V4.1.0
	Accessibility requirements for ICT products and services 
	7-Αυγ
	25-Ιουν

	ETSI ETS 300 247 ed.1 (1993-10)
	Business Telecommunications (BT); Open Network Provision (ONP) technical requirements; 2 048 kbit/s digital unstructured leased line (D2048U) Connection characteristics 
The following ETS  and A are submitted to Vote Withdrawal because were linked to switched networks and older copper (wired) and optical transmission systems (which means old technologies used at the beginning of internet and DSL/ADSL).
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 247/A1 ed.1 (1995-11) 
	Business Telecommunications (BT); Open Network Provision (ONP) technical requirements; 2 048 kbit/s digital unstructured leased line (D2048U) Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 247 V1.2.1 (2001-07)
	Access and Terminals (AT); 2 048 kbit/s digital unstructured lease line (D2048U); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 248 ed.1 (1993-10) 
	Business Telecommunications (BT); Open Network Provision (ONP) technical requirements; 2 048 kbit/s digital unstructured leased line (D2048U) Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 248/A1 ed.1 (1995-11) 
	Business TeleCommunications (BTC); Open Network Provision (ONP) technical requirements; 2 048 kbit/s digital unstructured leased line (D2048U); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 248 V1.2.1 (2001-07) 
	Access and Terminals (AT); 2 048 kbit/s digital unstructured leased line (D2048U); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 288 ed.1 (1994-01) 
	Business TeleCommunications (BTC); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 288/A1 ed.1 (1995-06) 
	Business TeleCommunications (BTC); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 288 V1.2.1 (2001-07) 
	Access and Terminals (AT); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 289 ed.1 (1994-01)
	Business TeleCommunications (BTC); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 289 V1.2.1 (2001-07) - (107 kb) - 21 pages
	Access and Terminals (AT); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 290 ed.1 (1994-01)
	Business TeleCommunications (BTC); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 290/A1 ed.1 (1995-11) 
	Business TeleCommunications (BTC); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 290 V1.2.1 (2001-07) - (168 kb) - 24 pages
	Access and Terminals (AT); 64 kbit/s digital unrestricted leased line with octet integrity (D64U); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 418 ed.1 (1995-11) 
	Business TeleCommunications (BTC); 2 048 kbit/s digital unstructured and structured leased lines (D2048U and D2048S); Network interface presentation 

	7-Αυγ
	19-Ιουν

	ETSI EN 300 418 V1.2.1 (2001-07) - (114 kb) - 25 pages
	Access and Terminals (AT); 2 048 kbit/s digital unstructured and structured leased lines (D2048U and D2048S); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 419 ed.1 (1995-11) 
	Business TeleCommunications (BTC); 2 048 kbit/s digital structured leased lines (D2048S); Connection characteristics 

	7-Αυγ
	19-Ιουν

	ETSI EN 300 419 V1.2.1 (2001-07) - (200 kb) - 32 pages
	Access and Terminals (AT); 2 048 kbit/s digital structured leased lines (D2048S); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 420 ed.1 (1995-11)
	Business TeleCommunications (BTC); 2 048 kbit/s digital structured leased lines (D2048S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 420 V1.2.1 (2001-07) 
	Access and Terminals (AT); 2 048 kbit/s digital structured leased lines (D2048S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 448 ed.1 (1996-02)
	Business TeleCommunications (BTC); Ordinary quality voice bandwidth 2-wire analogue leased line (A2O); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 448 V1.2.1 (2001-07) 
	Access and Terminals (AT); Ordinary quality voice bandwidth 2-wire analogue leased line (A2O); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 449 ed.1 (1996-02) 
	Business TeleCommunications (BTC); Special quality voice bandwidth 2-wire analogue leased line (A2S); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 449 V1.2.1 (2001-07)
	Access and Terminals (AT); Special quality voice bandwidth 2-wire analogue leased line (A2S); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 450 ed.1 (1996-02) 
	Business TeleCommunications (BTC); Ordinary and Special quality voice bandwidth 2-wire analogue leased lines (A2O and A2S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 450 V1.2.1 (2001-07) 
	Access and Terminals (AT); Ordinary and Special quality voice bandwidth 2-wire analogue leased lines (A2O and A2S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 451 ed.1 (1996-02) 
	Business TeleCommunications (BTC); Ordinary quality voice bandwidth 4-wire analogue leased line (A4O); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 451 V1.2.1 (2001-07) 
	Access and Terminals (AT); Ordinary quality voice bandwidth 4-wire analogue leased line (A4O); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 452 ed.1 (1996-02) 
	Business TeleCommunications (BTC); Special quality voice bandwidth 4-wire analogue leased line (A4S); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 452 V1.2.1 (2001-07) 
	Access and Terminals (AT); Special quality voice bandwidth 4-wire analogue leased line (A4S); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 453 ed.1 (1996-02)
	Business TeleCommunications (BTC); Ordinary and Special quality voice bandwidth 4-wire analogue leased lines (A4O and A4S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 453 V1.2.1 (2001-07)
	Access and Terminals (AT); Ordinary and Special quality voice bandwidth 4-wire analogue leased lines (A4O and A4S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 686 ed.1 (1996-04) - (130 kb) - 30 pages
	Business TeleCommunications (BTC); 34 Mbit/s and 140 Mbit/s digital leased lines (D34U, D34S, D140U, D140S); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 686 V1.2.1 (2001-07) 
	Access and Terminals (AT); 34 Mbit/s and 140 Mbit/s digital leased lines (D34U, D34S, D140U, D140S); Network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 687 ed.1 (1996-04)
	Business TeleCommunications (BTC); 34 Mbit/s digital leased lines (D34U and D34S); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 687 V1.2.1 (2001-07) 
	Access and Terminals (AT); 34 Mbit/s digital leased lines (D34U and D34S); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 688 ed.1 (1996-04)
	Business TeleCommunications (BTC); 140 Mbit/s digital leased lines (D140U and D140S); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 688 V1.2.1 (2001-07) 
	Access and Terminals (AT); 140 Mbit/s digital leased lines (D140U and D140S); Connection characteristics 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 689 ed.1 (1996-12) 
	Business TeleCommunications (BTC); 34 Mbit/s digital leased lines (D34U and D34S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 689 V1.2.1 (2001-07) 
	Access and Terminals (AT); 34 Mbit/s digital leased lines (D34U and D34S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 690 ed.1 (1996-12)
	Business TeleCommunications (BTC); 140 Mbit/s digital leased lines (D140U and D140S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 690 V1.2.1 (2001-07) 
	Access and Terminals (AT); 140 Mbit/s digital leased lines (D140U and D140S); Terminal equipment interface 
	7-Αυγ
	19-Ιουν

	ETSI ETS 300 766 ed.1 (1998-03)
	Business TeleCommunications (BTC); Multiple 64 kbit/s digital unrestricted leased lines with octet integrity presented at a structured 2 048 kbit/s interface at either or both ends (D64M); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 766 V1.2.1 (2001-07)
	Access and Terminals (AT); Multiple 64 kbit/s digital unrestricted leased lines with octet integrity presented at a structured 2 048 kbit/s interface at either or both ends (D64M); Connection characteristics and network interface presentation 
	7-Αυγ
	19-Ιουν

	ETSI EN 300 659-1 V1.3.1 (2001-01) 
	Access and Terminals (AT); Analogue access to the Public Switched Telephone Network (PSTN); Subscriber line protocol over the local loop for display (and related) services; Part 1: On-hook data transmission 

	7-Αυγ
	19-Ιουν

	ETSI EN 300 659-2 V1.3.1 (2001-01) 
	Access and Terminals (AT); Analogue access to the Public Switched Telephone Network (PSTN); Subscriber line protocol over the local loop for display (and related) services; Part 2: Off-hook data transmission 

	7-Αυγ
	19-Ιουν
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